
UNI EN 12464-1-2 
CEI EN 60598-1 CEI EN62031
CEI EN 62471
CEI EN 55015
CEI EN61547
CEI EN 61000 -3-2 CEI EN 61000-3-3 CEI EN50581-2012

LINEA 11

IP30 ON/OFF

120° BEAM

Luminous line made with anodized aluminum profile, available in natural, white or black varnished finishes, with opaline, transparent or transparent prismatic 

polycarbonate diffuser and high luminous  efficiency and high color rendering index (CRI>90) led strip.

It can be equipped with 6, 12, 18, 24 W / m led strips and 15 W / m in the RGB version. 

Available color temperatures 2700K, 3000K, 4000K.

Made-to-measure product, maximum wired length 6m. Section dimensions 18.4x9.6 mm. 

Supplied with two metres of cable and plastic closing endings.

Driver not included. Dimmable.

Five years warranty.



datasheet IP30 ON/OFF

LINEA 11

LIGHT SOURCE

PROTECTION LEVEL

MAXIMUM POWER PER METRE

COLOUR TEMPERATURE

LIGHT BEAM APERTURE

LUMINOUS FLUX PER METRE

LED

IP30 

24 W/m

2700 K | 3000 K | 4000K

120° FWHM

MAX 2400 lm/m @2700K

VOLTAGE 24V DC

DRIVER

III

EXTERNAL

CLASS PROTECTION

COLOUR RENDERING INDEX IRC >90

DIMMING DALI, PUSH, 0-10 V, 1-10 V, PWM

SECTION DIMENSIONS 18,4 x 9,6 mm

MATERIALS Aluminum, polycarbonate

NORMS CEI EN60598-1, CEI EN62031, 
CEI EN 62471, CEI EN 55015, 
CEI EN61547,CEI EN 61000-
3-2, CEI EN 61000-3-3, CEI 
EN50581-2012

WARRANTY 5 years

INSTALLATION RECESSED, CEILING, WALL

FINISH NATURAL ANODIZED, WHITE OR BLACK VARNISHED

COLOUR TOLERANCE 
MACADAM STEP SDCM 

2

MAX 2400 lm/m @3000K

MAX 2450 lm/m @4000K

6 W/m

12 W/m

18 W/m

490 lm/m 500 lm/m

1200 lm/m 1200 lm/m

1800 lm/m 1800 lm/m

510 lm/m

1220 lm/m

1840 lm/m

2700K 3000K 4000K 

2400 lm/m 2400 lm/m 2450 lm/m24 W/m

led strip supplied
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FINISHES

AL Natural anodized

WT White varnished RAL9016

BK Black varnished SABLÉ100


