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LINEA 22 scheda tecnica / datasheet

Linea luminosa realizzata con profilo in alluminio anodizzato, diffusore in 

policarbonato opalino e strip led ad alta efficienza luminosa ed elevato 

indice di resa cromatica (CRI>90). Prodotto su misura.

Massima lunghezza 6 m. Disponibile nelle versioni IP30 e IP68. 

La resina impiegata per l’impermeabilizzazione è ignifuga in conformità 

alla norma IEC 60695.

Fornita con due metri di cavo e terminali in alluminio coordinati alla finitu-

ra. Alimentatore non incluso.

Garanzia di 5 anni.

Luminous line made with anodized aluminum profile, opaline polycar-

bonate diffuser and led strip with high luminous efficiency and elevated 

color rendering index (CRI>90). Customized product.

Maximum length 6 meters. Available in IP30 and IP68 versions. 

The resin used for waterproofing is flame retardant in compliance with IEC 

60695 standard.

Equipped with 2 meters of cable and aluminium closing endings coordi-

nated with the finish. Power supply not included.

Five years warranty.

6 W/m 488 lm/m 497 lm/m

946 lm/m 1018 lm/m

1322 lm/m 1507 lm/m

513 lm/m

1107 lm/m

1571 lm/m

1883 lm/m 1989 lm/m 2052 lm/m

2700K 3000K 4000K 

12 W/m

18 W/m

24 W/m

Strip led in dotazione / Led strip supplied

FINITURE / FINISHES

SI Anodizzato argento / Silver anodized

WT Verniciato bianco / White varnished

BK Verniciato nero / Black varnished
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Installation

Protection level

Protection class

Color temperature

Lumious flux per meter

CRI (Ra)

Section size

Materials

Power consumption per 

meter

Power supply

Finishes

Beam angle

Norms

Warranty

Recessed

IP30 | IP68

3

2700K | 3000K | 4000K 

MAX 1833 lm/m (2700K)

MAX 1989 lm/m (3000K)

MAX 2052 lm/m (4000K)

>90

30,8x42,8 mmq

Anodized aluminum, polycarbonate,

plastic

MAX 24W/m

24V dc

Silver anodized, white or black varnished

120° FWHM

CEI EN60598-1, CEI EN62031, CEI EN 62471, 

CEI EN 55015, CEI EN61547,

CEI EN 61000-3-2, CEI EN 61000-3-3,

CEI EN50581-2012

5 years

Installazione

Grado di protezione

Classe di isolamento

Temperatura colore

Flusso luminoso per metro

CRI (Ra)

Dimensioni sezione

Materiali

Potenza assorbita per 

metro

Alimentazione

Finiture

Apertura fascio luminoso

Normative

Garanzia

Incasso

IP30 | IP68

3

2700K | 3000K | 4000K

MAX 1833 lm/m (2700K)

MAX 1989 lm/m (3000K)

MAX 2052 lm/m (4000K)

>90

30,8x42,8 mmq

Alluminio anodizzato, policarbonato,

plastica

MAX 24W/m

24V dc

Anodizzato argento, bianco o nero

120° FWHM

CEI EN60598-1, CEI EN62031, CEI EN 62471, 

CEI EN 55015, CEI EN61547,

CEI EN 61000-3-2, CEI EN 61000-3-3,

CEI EN50581-2012

5 anni

IP30 IP68

30,8 mm

40
,8

 m
m

42,8 mm


